
General Specifications
Fill time, 0-3Bar (44PSI) Avg. 83m. for 255/75R17

Operational temperature -40˚ to 55˚C  **

Operating voltage 12 V nominal

Current 15 amp max.

Power cord 3277mm 

Airhose length 533mm

Gauge 0-6 BAR (0-90Psi)

Gauge illumination LED Backlit

Warranty 6 years

Standards met Chrysler

ITW 12-510 inflator
A compact and robust inflator for higher pressure applications such as a collapsible tire. This inflator 
is designed to stand alone for general inflation needs or could be paired with a sealant bottle for a 2 
piece TRK (Tire Repair Kit) solution. 

Cutting edge technology.
	        Top notch quality.

ITW Global Tire Repair USA
125 Venture Drive, Sauite 210, 
San Luis Obispo, CA 93401
Toll Free (888) 457 - 5463    
Fax (805) 489-1920

ITW Global Tire Repair Europe GmbH
Carl-Benz-Strasse 10, D-88696 
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ITW 12-510 inflator
Description Sealant Bottle size Operational Specs Functions Dimensions Weight

Inflator only for 
foldable spare

N/A N/A Mechanical operation 
durability:

500 cycles, full 
inflation, 3 min OFF 

time

n Inflator only for
collapsible/foldable
spare

166mm x 70mm x 
157mm
83/8” x 23/4” 63/16”

1.09kg.
2.4lb.


